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TERRA-EXTRACTOR X 1000 

Rod Burster 



POWERFUL 
 
The TERRA-EXTRACTOR X 1000 is one of the most powerful rod bursters for the replacement of old 

pipes ø 100-600 mm (4” – 24”) from cast iron, steel, clay ware or PE/PVC. With a maximum pulling 

force of 100 tonnes at 250 bar, new HDPE pipes up to ø 600 mm can be replaced. Smaller pipes can 

be replaced over lengths up to 200 m. The operation speed is 96 m/h. Powered by a 142 HP strong 

JOHN DEERE engine, it fulfills the newest environmental emission norms Tier 4 interim (Euro 3B). 

 

FULLY AUTOMATIC ROD BURSTER  
 
The rod burster is equipped with a PLC control. The pipe pulling works fully automatic by a push of a 

button. Several sensors as well as an operational friendly control panel make it easy for the 

operator to work with the machine. The X 1000 has a rod screw assistant and handy rods. 

 

FRONT BOX WITH FRONT PLATE  
 
The front box initiates the 100 tons pulling 
force into the ground. All bursting tools 
can easily be disassembled in the front box 
after the bursting job. 



OPERATIONAL FRIENDLY REMOTE CONTROL 
 
The portable remote control with colour display makes it easy to operate the machine. The pulling 
procedure happens fully automatic by a push of a button or manually by a user friendly joystick and 
switches. Pressure, pulling force and sensors are shown on the colour display at any time. 
 
 

 

PRESSURE SENSORS 
 
Several sensors monitor the pulling 
procedure and the clamping forces. The 
sensor plates allow the measuring of the 
position of the rods and the clamping 
jaws.  



COUNTER CLAMP  
 
The counter clamp consists of a 
mechanical click system. It holds 
the rods when the clamps are 
open and prevents that the  
rods can fall backwards  
during the pulling  
procedure. 

ROD SCREW ASSISTANT 
 
During the pushing and pulling procedure the rods are fully 
automatic screwed together. A special developed lever system with 
pressure rolls helps to screw the rods together. This makes operating 
even more easy. 



TERRA-EXTRACTOR X 1000 

Gestängeberster 

 

  

MAIN CLAMP 
 
The main clamp consists of two hydraulic 
clamping jaws. They guarantee a secure and 
reliable contact to the rods. 

ROLLER BLOCK 
 
The clamping unit moves gently along the frame. 
The rolls can easily be changed. They are service 
friendly and reliable. 



TERRA-EXTRACTOR X 1000 

Gestängeberster 

 

 

JOHN DEERE POWER PACK 
 
The X 1000 is equipped with a proven JOHN 
DEERE engine with 142 HP. The power pack 
offers two independent circuits.  
 

PLC CONTROL 
 
Enables fully automatic rod pushing and pulling. 
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BURSTING UNIT X 100 METRIC IMPERIAL 

Pulling force @ 250 bar (@ 3.600 psi) 1.000 kN (100 to) 220.000 lbs (110 US to) 
Old pipe ø 100-600 mm ø 4“ – 24“ 

New pipe up to ø 600 mm Up to ø 24“ 

Length up to 250 m bis zu 800 ft 

Pulling speed 96 m/h (1.6 m/min) 315 ft/h (5.3 ft/min) 

Max. pressure 250 bar 3.600 psi 
Rods, length 0,86 m 33,8“ 

Rods, diameter ø 75/51 mm ø 2,95/2,0“ 

Rods, weight 22 kg 48,5 lbs 

Dimensions L x W x H 2,4 x 1,3 x 0,6 m 7,9 x 4,3 x 2,0 ft 

Weight  2.125 kg 4.675 lbs 

   
REAR SUPPORT   

Dimensions L x W x H (front plate) 0,25 x 1,30 x 0,95 m 0,8 x 4,3 x 3,1 ft 

Dimensions L x W x H (front box) 1,7 x 1,2 x 0,9 m 5,6 x 4,0 x 3,1 ft 

Weight (front plate) 660 kg 1.450 lbs 

Weight (front box) 370 kg 815 lbs 

   

POWER PACK   

Diesel engine JOHN DEERE, Tier 4 interim, Euro 3B 142 HP (104 kW) 142 HP (104 kW) 
Diesel engine PERKINS, Tier 3, Euro 3A 132 HP (97 kW) 132 HP (97 kW) 

Engine rotation speed, idle 900 rpm 900 rpm 

Engine rotation speed, full speed 2.000 rpm 2.000 rpm 

Diesel consumption 80 ltr per  8 h day 20 gal per 8 h day 

1. hydraulic circuit: thrust 180 ltr/min @ 250 bar 48 gpm @ 3.600 psi 
2. hydraulic circuit: clamping, quick gear, screw assistant 120 ltr/min @ 250 bar 32 gpm @ 3.600 psi 

Diesel tank 160 ltr 42 gal 

Hydraulic tank 140 ltr 37 gal 

Cooling capacity 32 kW 32 kW 

Voltage 12 V 12 V 
Dimensions  L x W x H 2,6 x 1,2 x 1,8 m 8,6 x 4,0 x 6,0 ft 

Gewicht 1.850 kg 4.100 lbs 
 

* All data depending on ground conditions. Technical Data may change without prior notice. 
 

TERRA – always one bursting job ahead! 

      

 

 

PREMIUM BURSTING TOOLS 
High quality bursting tools are 
available for all kind of material. 
They are designed and produced 
inhouse at TERRA to maintain peak 
performance. 

 

PULLING ACCESSORIES 
TERRA offers a wide range of 
expander cones, sleeves and chuck 
expanders. They allow a safe and 
secure pulling of the new HDPE 
pipe. 

 

      

 

 

MACHINE ACCESSORIES 
The bursting machines from TERRA 
can be equipped with different 
machine accessories. Rear support 
frames or front plates make the 
assembly and disassembly easy. 

 

CUSTOMER SERVICE 
Satisfied clients worldwide and a 
great customer service are the 
result of our constant progress.  
The TERRA pipe bursters are a must 
have for every contractor! 

 

  
For orders and prices, contact your local authorized TERRA dealer                                                                                                                                                        www.terra.swiss 
TERRA AG für Tiefbautechnik | Phone +41 (0)62 749 10 10 | office@terra-eu.eu                                                                                                                                www.boreshop.com 

 

 

 

 


